Page 1 of 21

Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  4:12 PM 3 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
ACFT PREPARED FOR SHIPMENT
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
B G 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
26-Jul-2014 1 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR WIRING HARNESS AT P217 & P237, RMVD 0 0

CLAMP, HARNESS AND HDWE FROM TURRET

DATE SEQNO STATUS wucC ACTION TAKEN
26-Jul-2014 2 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 6EA FLIR TURRET ASSY ATTACHMENT BOLTS AT FAIRING 0 0

DATE SEQNO STATUS wucC ACTION TAKEN
26-Jul-2014 3 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 8(EA) FLIR TURRET HDWE 0 0

DATE SEQNO STATUS wuc ACTION TAKEN
26-Jul-2014 4 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P215, RMVD CEU, FLIR WIRING HARNESS, FLIR 0 0

CONTROLLER AND B KIT FROM CABIN

DATE SEQNO STATUS wuc ACTION TAKEN
26-Jul-2014 5 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H PILOT STEP 0 0
DATE SEQNO STATUS wuc ACTION TAKEN
26-Jul-2014 6 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

MAIN LANDING GEAR NITROGEN PRESSURE ADJUSTED 0 0




Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8323859
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Jul-2014

Current Status W:

Page 2 of 21
To 27-Jan-2015

6034.3

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 7 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL LANDING GEAR NITROGEN PRESSURE ADJUSTED 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 8 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED WHIP ANTENNA 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 9 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ANTICOLLISION ASSY 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 10 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TAIL ROTOR DEICE CANNON PLUGS AT PADDLE (4EA) 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 11 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R PC ROD HDWR AT PITCH HORN, RMVD PTCH BEAM 0 0
RETAINING HDWE
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 12 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTBD RETENTION PLATE HDWR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 13 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED MAIN ROTOR DEICE CANNON PLUGS AT BLADES 0 0
(4EA)
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 14 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER M/R PC ROD HDWR (4EA)

0




Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8323859
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Jul-2014

Current Status W:

Page 3 of 21
To 27-Jan-2015

6034.3

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 15 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED LOWER M/R PC ROD HDWR (4EA) 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 16 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD M/R BLADE PINS (8EA) 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 17 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR R/H AND L/H FAIRINGS, DISCONNECTED BOTH 0 0
GROUNDING STRAPS
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 18 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED STABILATOR CANNON PLUGS J702 AND J703 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 19 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LIMIT SWITCH AT STABILATOR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 20 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STABILATOR HINGE PIVOT HDWR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 21 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STABILATOR HINGE PIVOT HDWR 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 22 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LOWER STAB ACTUATOR PIVOT HDWR

0




Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8323859
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

Current Status O:

HOURS:
26-Jul-2014

Current Status W:

Page 4 of 21
To 27-Jan-2015

6034.3

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 23 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STABILATOR 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 24 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STOWED LOWER ANTICOLLISION LIGHT ASSY 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 25 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STEP FAIRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 26 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STEP FAIRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 27 X 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL L/G FAIRING 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 28 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 29 - 02
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
COMPLETE TOOL BOX INVENTORY 0 0

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 30 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED \BFT PALETTE INCLUDING DAGGER, AND TRANSCEIVER

0




Report Date: 27-Jan-2015

Page 5 of 21

Selection Range : 01-Jan-1980 To 27-Jan-2015

OPEN FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8323859

NEXT PHASE: 6313.8
Current Status A: X Current Status E: X

LAST MISSION:
Current Status O:

HOURS: 6034.3
26-Jul-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 31 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ARC 220 SYSTEM POWER AMPLIFER, RT, AND CONTROL 0 0
HEAD
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 32 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IVHUMS RECORDER AND DISPLA UNIT 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 33 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APR39 SCOPE 0 0
DATE SEQ NO STATUS wuc ACTION TAKEN
26-Jul-2014 34 X 00
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED AN/AVS SYSTEM HUD SDC, CONTROL HEAD 0 0
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Aug-2014 10:227 AM 2 X 6034.3 0 0

FAULT WRITE-UP:

INSP A092 - 30 DAY SLAB BATT INSPECTION. Was Due at: 30-Jul-
2014. Upgrade to Red X Status on 03-Aug-2014

WHEN HOW MAL wuc MAINT DEFERRED
DISC REC EFF TYPE DAYS
o} o} 1 09BO1A F 0

DELAY

ACTION TAKEN:

TIPID MMH

PID MMH TYPE
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27-Jan-2015 To 27-Jan-2015

Report Date: Selection Range : 01-Jan-1980

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A

SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Sep-2014 3:00 PM 1 X RO451338 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
YELLOW M/R BLADE CONTACTED AIRFRAME DURING UNFOLDING
PROCESS RESULTING IN DAMAGE TO YELLOW M/R BLADE, #2 ENG
HIRSS EXTENDER AND FAIRING INBOARD OF HIRSS EXTENDER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
S G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014 8:23 AM 1 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). Was Due at:
05-Aug-2014. Upgrade to Red X Status on 06-Aug-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  8:23 AM 3 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. Was Due
at: 09-Aug-2014. Upgrade to Red X Status on 11-Aug-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
(¢} (¢} 1 04A F 0
DELAY




Page 7 of 21

Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 16-Oct-2014 8:23 AM 4 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1). Was
Due at: 30-Jul-2014. Upgrade to Red X Status on 03-Aug-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014 8:23 AM 8 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A115 - LUBE REQUIRMENTS. Was Due at: 11-Aug-2014 or
6072.5 Hours. Upgrade to Red X Status on 15-Aug-2014 or 6076.5 Hours

WHEN HOow MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  8:23 AM 9 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A160 - 90 DAY CORROSION INSPECTION. Was Due at: 06-Oct-
2014. Upgrade to Red X Status on 16-Oct-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 00 F 0

DELAY




Report Date: 27-Jan-2015

Page 8 of 21

Selection Range : 01-Jan-1980 To 27-Jan-2015

OPEN FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8323859
LAST MISSION: 26-Jul-2014

NEXT PHASE: 6313.8
Current Status A: X Current Status E: X

Current Status O:

HOURS: 6034.3

Current Status W:

FAULT WRITE-UP:

INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION
(SLAB). Was Due at: 11-Aug-2014. Upgrade to Red X Status on 24-Aug-
2014

ACTION TAKEN:

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014  8:23 AM 11 X 6034.3 0 0

FAULT WRITE-UP:
3EA M/R BLADES(S/N#'S A007-05334, A007-01825, A007-00946) RMVD
FOR CONTROLLED EXCHANGE TO ACFT 8423971.

ACTION TAKEN:

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o} 1 02A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014  2:26 PM 1 X RO451338 6034.3 0 0

FAULT WRITE-UP:
INSP A496 - CF3BR FIRE EXTINGUISHER WEIGHT TEST &
INSPECTION. Was Due at: 30-Sep-2014. Upgrade to Red X Status on

19-Oct-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
o o 1 17B F 0

DELAY

ACTION TAKEN:

TIPID MMH

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

o G 1 05 F 0

DELAY

DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  8:19 AM 2 X 6034.3 0 0

PID MMH TYPE
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Nov-2014 1:01 PM 1 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A177 - 90 DAY REVIEW/UPDATE OF 365-4 ENTRIES. Was Due
at: 24-Oct-2014. Upgrade to Red X Status on 30-Oct-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 1:01 PM 3 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A502 - INSPECT AND TEST GROUND RECEPTACLE IAW TM 1-
1500-204-23. Was Due at: 13-Oct-2014. Upgrade to Red X Status on 01-

Nov-2014
WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o) o) 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2014 8:14 AM 1 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A534 - FIRST AID KIT INSPECTION. Was Due at: 12-Nov-2014.
Upgrade to Red X Status on 13-Dec-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 17A F 0

DELAY
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 23-Dec-2014 8:45 AM 1 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A541 - REPLACE DIGITAL CLOCK BATTERY. Was Due at: 20-
Nov-2014. Upgrade to Red X Status on 21-Dec-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 08A05 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jan-2015 8:57 AM 1 X ER566579  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLIANCE WITH H-60-12-AMAM-16, ELASTOMERIC BEARING
PART NUMBER AND SERIAL NUMBER VERIFICATION, OVERDUE

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

E G 2 05 F 0

DELAY

ACFT ENTERED INTO THE BEST PROGRAM

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 10-Jan-2015  9:00 AM 2 X ER566579  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

COMPLIANCE WITH H-60-12-AMAM-16, THRUST BEARING PART
NUMBER AND SERIAL NUMBER VERIFICATION, OVERDUE

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

E G 2 05 F 0

DELAY

ACFT ENTERED INTO BEST PROGRAM
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Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980 To 27-Jan-2015

OPEN FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2015 8:36 AM 3 X ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT WEIGHING REQUIRED DUE TO SIGNIFICANT CHANGE IN
BASIC WEIGHT DUE TO DE-MODIFICATION FOR TURN IN TO BEST
PROGRAM. MULTIPLE MODS NOT DOCUMENTED IN RECORDS.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jan-2015 7:56 AM 1 X 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE INSPECTION (PMS1). Was
Due at: 09-Aug-2014. Upgrade to Red X Status on 11-Aug-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 00 F 0
DELAY




Report Date: 27-Jan-2015

Page 12 of 21

Selection Range : 01-Jan-1980 To 27-Jan-2015

OPEN FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8323859

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

HOURS:
26-Jul-2014

6034.3
LAST MISSION:

Current Status O: Current Status W:

DISCOVERY
SYSTEM

CODE DATE / TIME NO
A 15-Jul-2014

STATUS PID
8:38 PM 2 F JL120623

HOURS
6027

FAULT WRITE-UP:

OPERATE WITHIN LIMITATIONS AND RESTRICTIONS IAW THE
ENCLOSED AWRS: AWR 980 DTD 15MAR13R10 (HOIST
EQUIPMENT), AWR 1037 DTD 03JAN14R12 (PRC-117), AWR 1119
DTD 6JUL12R6 (DESERT COMBAT OPS), AWR 1223 DTD 18JUN13R7
(IR ANTICOLLISION), AWR 1279 DTD 25MAY12R4 (DOORS/WINDOWS
RMVD), AWR 1308 DTD 18APR13R10 (IRH), AWR 1309 DTD
14APR14R8 (OREGON AERO), AWR 1310 DTD 4NOV05 (HQIl), AWR
1330 DTD 24JAN14R29 (PMI), AWR 1346 DTD 24JAN14R21 (IVHMS),
AWR 1418 DTD 17MAY13R5 (HF), AWR 1425 DTD 18SEP12R17
(CMWS), AWR 1444 DTD 14APR14R7 (SINGLE AHRU), AWR 1451 DTD
150CT12R4 (CEFS), AWR 1452 DTD 12APR13R4 (DIGITAL CLOCKS),
AWR 1453 DTD 8NOV12R3 (AIR WARRIOR), AWR 1455 DTD
18SEP12R4 (CAP), AWR 1466 DTD 27AUG13R6 (GARMIN), AWR 1494
DTD29JUN12R7 (5TH SENSOR), AWR 1520 DTD 26MAY14R25 (FLIR),
AWR 1524 DTD 14DEC12R4 (BAPS), AWR 1566 DTD 18MAR13R3
(CABLE GUARD), AWR 1648 DTD 9MAR12R2 (MAGNUS), AWR 1682
DTD 26 FEB 14 R14 (701D), AWR 1694 DTD 06JAN14R4 (STAB AMP),
AWR 1712 DTD 7JUN13R5 (TRANSITION DOOR), AWR 1750 DTD
29MAR13R2 (NVGS), AWR 1753 DTD 26JUN13R2 (DGNS), AWR 1776
DTD 7JUN13R3 (ARC-231), AWR 1787 DTD 28AUG13R1 (VORI/ILS),
AWR 1800 DTD 22MAR13R2 (EDM/BFT), AWR 1858 DTD 04APR14R3
(EAWIS).

WHEN HOW MAL MAINT DEFERRED
DISC REC EFF TYPE DAYS
B G 2 00 F 0

wuc

DELAY

CORRECTION

HOURS ROUNDS ACTCODE WwWuC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE

DISCOVERY
SYSTEM

CODE DATE / TIME NO STATUS PID
A 22-Jan-2015 10:21AM 1 T TM729539

HOURS
6034.3

FAULT WRITE-UP:

RMVD APX 118 RADAR R/T FOR COMSEC STORAGE, ACFT
RESTRICTED FROMFLIGHT INTO CONTROLLED AIRSPACE

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
E O 1 00 F 0

DELAY
S/N 6386

CORRECTION

HOURS ROUNDS ACTCODE WUC
0 0

DATE / TIME

ACTION TAKEN:

TIPID MMH PID MMH TYPE
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 16-Oct-2014 823 AM 2 - 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS
INSPECTION. Due at: 6044.3 Hours. Upgrade to Red X Status on
6045.4 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o} 1 05A011 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 2:20 PM 1 - 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A530 - AIRCRAFT EQUIPMENT INVENTORY (DA FORM 2408-
17). Due at: 01-Jan-2015. Upgrade to Red X Status on 01-Feb-2015

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO  STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Dec-2014 6:56 AM 1 - 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A116 - INTERMEDIATE GEARBOX OIL SAMPLE. Due at: 25-Jan-
2015 or 6215.1 Hours. Upgrade to Red X Status on 25-Feb-2015 or
6220.1 Hours

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o o 1 06F F 0

DELAY
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 29-Dec-2014 6:56 AM 2 - 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A117 - TAIL GEARBOX OIL SAMPLE. Due at: 25-Jan-2015 or
6215.1 Hours. Upgrade to Red X Status on 25-Feb-2015 or 6220.1 Hours

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o} o} 1 06G01 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Dec-2014 6:56 AM 3 - 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

INSP A211 - APU OIL SAMPLE. Due at: 25-Jan-2015 or 6215.1 Hours.
Upgrade to Red X Status on 25-Feb-2015 or 6220.1 Hours

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
O O 1 15B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 07-Jan-2015  2:07 PM 1 - MV745056  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

TORQUE CHECK REQUIRED ON #2 ENGINE OUTPUT DRIVE SHAFT
BETWEEN 6037.3 AND 6047.3 FLIGHT HOURS (MUST BE 130 IN LBS

MIN)
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0

DELAY




Page 15 of 21

Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jan-2015 2:13 PM 2 - MV745056 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
#2 ENGINE REQUIRES OUTPUT SHAFT BALANCE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Jan-2015 2:18 PM 5 - MV745056 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE DESWIRL DUCT REQUIRES TORQUE CHECK AFTER
GROUND RUNS ( 35-40 IN LBS)

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 07-Jan-2015  2:19 PM 6 - MV745056  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

#2 ENGINE DESWIRL DUCT REQUIRES TORQUE CHECK AFTER
GROUND RUNS ( 35-40 IN LBS)

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 02 F 0

DELAY
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 07-Jan-2015 2:48 PM 8 - MV745056  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

#1 ENGINE OUTPUT DRIVE SHAFT REQUIRES TORQUE CHECK
BETWEEN 6037.3 AND 6047.3 AIRCRAFT HOURS. (MIN TORQUE 130

IN LBS)
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jan-2015 9:04 AM 2 - WH552127 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

MOC PERFORM AN OPERATIOINAL CHECK OF THE #2 HYDRAULIC
SYSTEM IAW WP 0089 DUE TO REPLACED COLLECTIVE BOOST

SERVO
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
L G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 08-Jan-2015 9:06 AM 3 - WH552127  6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:

MOC COLLECTIVE BOOST SERVO REQD ASSY FROM STEPS 9-23
IN WP 1098 DUE TO NO HYDRAULIC POWER

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
L G 2 00 F 0

DELAY




Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 17 of 21
To 27-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Jan-2015 2:17 PM 1 - ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 ENGINES REQUIRE SERVICING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
E G 2 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jan-2015 8:08 AM 1 - ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE REQUIRES OUTPUT SHAFT BALANCE DUE TO ENGINE
REPLACEMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2015 8:13 AM 2 - ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
LTF REQUIRED FOR REPLACEMENT OF COLLECTIVE BOOST
SERVO, BOTH ENGINES, BOTH SDC's, CDU AND, STAB AMP
REPLACEMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 00 F 0

DELAY
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jan-2015 8:45 AM 4 - ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
ENGINE CHECKOUT PROCEDURES REQUIRED PER TM 1-2840-248-
23&P WP 0105 FOR REPLACEMENT OF BOTH ENGINES AND WHITE
HARNESSES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 04 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jan-2015 8:51 AM 5 - ER566579 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
MOC OF #1 AND #2 AIR INLET ANTI-ICE VALVES REQUIRED FOR
REPLACEMENT
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 04A11 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 8:07 AM 3 - JP234951 6034.3 0 0
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH H-60-15-AMAM-05, AHRS EMERGENCY
PROCEDURES, BY 18 DEC 14
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
0 0 1 02 F 0
DELAY
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 05-Jun-2013 12:20PM 4 / 5710 0 0
FAULT WRITE-UP: ACTION TAKEN:

REMOVED AFT UPPER SOUND PROOFING PANEL FOR COOLING
OF ELECTRONICS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0

S G 2 00 F 0

DELAY

NO FURTHER ACTION REQ

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Nov-2013 2:14PM 1 / JV458773  5836.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
UHF AM COMM SCTY SET CIRCUIT BREAKER PLUG IS MISSING ON
UPPER CONSOLE
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
K G 1 198 F 0
DELAY
DOCUMENT NUMBER: W90FL933260009 CIV ORDERED. UPDATED
ON 09DEC13
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Nov-2013 3:49PM 2 / DC214986  5986.4 0 0
FAULT WRITE-UP: ACTION TAKEN:
4EA DRAIN VENTS CRACKED ON BELLY OF TAIL CONE.
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
o) G 2 00 F 0
DELAY

PART ON ORDER POC SGT SHIRLEY




Report Date: 27-Jan-2015

Selection Range : 01-Jan-1980

OPEN FAULT REPORT

Page 20 of 21
To 27-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-May-2014 8:29 AM 2 / 5965.6 0 0
FAULT WRITE-UP: ACTION TAKEN:
APU DIPSTICK O-RING NOT INSTALLED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 1 00 F 0
DELAY
PART ON RODER 17MAY14 POC SGT SHIRLEY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-May-2014 10:32 AM 1 / 5973.9 0 0
FAULT WRITE-UP: ACTION TAKEN:
TRANSMISSION OIL PRESSURE REMAINED AT 25 PSI AFTER
ADVANCING PCLS TO FLY FOR 1-2 MINUTES. PSI CLIMBED TO 40
PSI DURING HIT CHECK AND REMAINED STEADY.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T C 1 06 F 0
DELAY
PRESSURE INDICATOR ON ORDER 24MAY2014. POC SGT
STRATTON
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jun-2014  1:00 PM 1 / 6015.5 0 0
FAULT WRITE-UP: ACTION TAKEN:
HYD DECK COVER R/H LATCH LOCKING DEVICE NOT INSTALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 1 02 F 0
DELAY
PART NSN 5340-01-154-8567 ON ORDER 01-JUL-2014. POC SGT
STRATTON.
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Report Date: 27-Jan-2015 Selection Range : 01-Jan-1980 To 27-Jan-2015
OPEN FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jun-2014 7:44 PM 4 / 6006.4 0 0
FAULT WRITE-UP: ACTION TAKEN:
1/G/B R/H AFT ZUES FASTNER STRAP BROKEN
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
X G 2 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Jul-2014  5:54 PM 3 / 6029 0 0
FAULT WRITE-UP: ACTION TAKEN:
PILOT PDU IS A H60L PART NUMBER. PDU FACE PLATE IS
CORRECT WITH H60A LIMITS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 0
T G 1 02 F 0
DELAY




Page 1 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2014 11:24 AM 3 X 6014.9 28-Jun-2014 6014.9 0 B 05
FAULT WRITE-UP: ACTION TAKEN:
RED, BLACK, AND BLUE MAIN ROTOR BLADE DROOP STOP RESEATED ALL THREE BUSHINGS
BUSHINGS DISBONDED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 BS759039 0.5 F
O G 1 05 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

28-Jun-2014 1 X 05 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RED DROOP STOP HEATER COTTER PIN COMGEN 0.2 BS759039 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

28-Jun-2014 2 X 05 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLACK DROOP STOP HEATER COTTER PIN COMGEN 0.1 BS759039 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

28-Jun-2014 3 X 05 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BLUE DROOP STOP HEATER COTTER PIN COMGEN 0.1 BS759039 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

28-Jun-2014 4 - 05 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY REQUIRED 0 BS759039 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

28-Jun-2014 5 - 05 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 BS759039 0.1 F




Page 2 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Jul-2014  6:06 AM 2 X 6021.3 04-Jul-2014 6021.3 0 P 05
FAULT WRITE-UP: ACTION TAKEN:
UNSCHEDULED BLADE SPAR PRESSURE CHECK DUE BEFORE CHECKED FOUND SERVICEABLE
NEXT ON DUTY DAY
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 JS080978 1 F
T G 2 05 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Jul-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ALL 4 M/R BLADE SPAR PRESSURE FILL SCHREDER VALVE COMGEN 0.1 JS080978 0.3 F
SAFTIES
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Jul-2014 2 X 05 TIGHTENED AND TQ'D TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED ALL 4 M/R BLADE SPAR FILL SCHRADER VALVES COMGEN 0.1 JS080978 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
04-Jul-2014 3 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV DUE 0 JS080978 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
04-Jul-2014 4 - 05 INSP COMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 JS080978 0.1 F




Page 3 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2014  11:14 PM 4 X CS755952 6023 06-Jul-2014 6023 0 2 00
FAULT WRITE-UP: ACTION TAKEN:
BLACK BLADE DAMPER REQUIRES SERVICING COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BS587843 0.1 CS755952 0.5 F
\ G 4 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 1 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY WIRE BS587843 0.1 CS755952 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 2 X 00 REINSTALLED TQ TO 75 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OUTTER MOST DAMPER FILLER PORT BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 3 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER PORT PACKING BS587843 0.1 CS755952 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX CHECK REQUIRED

0

CS755952 0.2 F




Page 4 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2014  11:19 AM 3 X 6024.5 08-Jul-2014 6024.5 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 12-JUL- COMPLETE
2014. UPGRADE TO RED X STATUS ON 22-JUL-2014 (IN PROCESS)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS BS587843 0.1 CS755952 3 F
O O 2 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jul-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD M/R SLIDING PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jul-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD M/R SLIDING PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jul-2014 1 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FWD M/R SLIDING PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
08-Jul-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AFT M/R PYLON BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
08-Jul-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AFT M/R PYLON BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS WucC ACTION TAKEN
08-Jul-2014 2 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING AFT M/R PYLON BS587843 0.1 CS755952 0.4 F




Page 5 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA CANNON PLUGS FROM AFT M/R PYLON BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA CANNON PLUGS FROM AFT M/R PYLON BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 3 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED 2 EA CANNON PLUGS FROM AFT M/R PYLON BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 4 X 02 REINSTALLED AFT M/R PYLON COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT M/R PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 4 X 02 REINSTALLED AFT M/R PYLON COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT M/R PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 4 X 02 REINSTALLED AFT M/R PYLON COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD AFT M/R PYLON BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING L/H TAILCONE ACCESS PANEL TO ACFT BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HDWR SECURING L/H TAILCONE ACCESS PANEL TO ACFT BS587843 0.1 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 5 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING L/H TAILCONE ACCESS PANEL TO ACFT BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 6 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG FROM #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG FROM #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 7 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG FROM #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F




Page 7 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 8 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #4 T/R DRIVESHAFT COVER BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 9 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING L/H AND R/H M/L/G STRUT FAIRNGS TO ACFT BS587843 0.1 CS755952 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 9 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING L/H AND R/H M/L/G STRUT FAIRNGS TO ACFT BS587843 0.1 CS755952 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 9 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR SECURING L/H AND R/H M/L/G STRUT FAIRNGS TO ACFT BS587843 0.1 CS755952 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H AND R/H M/L/G STRUT FAIRINGS BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H AND R/H M/L/G STRUT FAIRINGS BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 10 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H AND R/H M/L/G STRUT FAIRINGS BS587843 0.1 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

SERIAL NUMBER: 8323859
LAST MISSION:

Current Status O:

HOURS:
26-Jul-2014

Current Status W:

6034.3

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD L/H AND R/H UPPER M/L/G STRUT FAIRNGS (ESSS MOUNTING ~ BS587843 0.1 MK041499 05 F
FAIRINGS)
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD L/H AND R/H UPPER M/L/G STRUT FAIRNGS (ESSS MOUNTING ~ BS587843 0.1 MK041499 05 F
FAIRINGS)
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 11 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD L/H AND R/H UPPER M/L/G STRUT FAIRNGS (ESSS MOUNTING ~ BS587843 0.1 MK041499 05 F
FAIRINGS)
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD HDWR SECURING BAPS PLATES TO ACFT BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD HDWR SECURING BAPS PLATES TO ACFT BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 12 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD HDWR SECURING BAPS PLATES TO ACFT BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 13 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD L/H AND R/H GUNNER SEATS BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 13 X 02 REINSTALLED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD L/H AND R/H GUNNER SEATS BS587843 0.1 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 13 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H AND R/H GUNNER SEATS BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 14 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR ECU FROM ACFT FLOOR BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 14 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR ECU FROM ACFT FLOOR BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 14 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FLIR ECU FROM ACFT FLOOR BS587843 0.1 CS755952 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 15 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN FLOOR BAPS PLATE BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 15 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN FLOOR BAPS PLATE BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 15 X 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CABIN FLOOR BAPS PLATE BS587843 0.1 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 16 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 16 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 16 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV DUE 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV DUE 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 17 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV DUE 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 18 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 1I/G/B FAIRING 0 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 18 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 1I/G/B FAIRING 0 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Jul-2014 18 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/G/B FAIRING 0 CS755952 0.3 F




Report Date: 27-Jan-2015
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Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

SERIAL NUMBER: 8323859

HOURS:
26-Jul-2014

6034.3
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R/G/B FAIRING 0 MK041499 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R/G/B FAIRING 0 MK041499 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
08-Jul-2014 19 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/R/G/B FAIRING 0 MK041499 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 02-Aug-2014 10:26 AM 1 X 6034.3 02-Aug-2014 6034.3 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
CMWS REQ REMOVAL FROM ACFT DUE TO SHIPMENT FROM REMOVED CMWS CONTROL SN: 3901. REMOVED CMWS ECU SN:
DEPLOYMENT TO CONUS 474. REMOVED CMWS EOMS SN'S:9198, 10654, 12937, 12989, AND
12990. REMOVED CMWS SEQUENCERS SN'S 4899, AND 5305.
REMOVED CMWS DISPENSERS SN'S: 3591, 5109, 6396.
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS COMGEN 0.1 ND049181 0.1 F
K G 1 02 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 16-Oct-2014 8:23 AM 2 X 6034.3 09-Jan-2015 6034.3 0 R 76A
FAULT WRITE-UP: ACTION TAKEN:
INSP E040 - APR-39 RADAR/LASER WARNING OPNL CHECK, 5841-01 SYSTEM REMOVED FOR ACFT TURN-IN TO BEST PROGRAM
-236-8951. WAS DUE AT: 17-SEP-2014. UPGRADE TO RED X
STATUS ON 27-SEP-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 ER566579 0.1 F
O O 1 76A F 15

DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 16-Oct-2014 8:23 AM 3 X 6034.3 09-Jan-2015 6034.3 0 R 19H

FAULT WRITE-UP: ACTION TAKEN:

INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). WAS DUE AT: KY-58'S REMOVED FOR ACFT TURN-IN
27-AUG-2014. UPGRADE TO RED X STATUS ON 31-AUG-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 ER566579 0.1 F
o} o} 1 19H F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

E 16-Oct-2014 8:23 AM 4 X 6034.3 09-Jan-2015 6034.3 0 R 19H

FAULT WRITE-UP: ACTION TAKEN:

INSP E125 - KY-58 PMCS/OPNL CHECK. WAS DUE AT: 04-SEP-2014. KY-58'S REMOVED FOR ACFT TURN-IN
UPGRADE TO RED X STATUS ON 14-SEP-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 ER566579 0.1 F
O O 1 19H F 15
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC

A 16-Oct-2014  8:23 AM 5 X 6034.3 09-Jan-2015 6034.3 0 A 04A06B

FAULT WRITE-UP: ACTION TAKEN:

INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS ENGINES REPLACED, HOURS UPDATED
DUE AT: 14-AUG-2014. UPGRADE TO RED X STATUS ON 18-AUG-
2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.2 ER566579 0.1 F
O O 1 04A06B F 15

DELAY




Report Date: 27-Jan-2015

Page 13 of 73
Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014 8:23 AM 6 X 6034.3 09-Jan-2015 6034.3 0 A 04A06B

FAULT WRITE-UP:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS

DUE AT: 14-AUG-2014. UPGRADE TO RED X STATUS ON 18-AUG-
2014

ACTION TAKEN:
ENGINE REPLACED, HOURS UPDATED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.2 ER566579 0.1 F
o o} 1 04A06B F 15
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Oct-2014 8:23 AM 7 X 6034.3 21-Jan-2015 6034.3 0 6 00

FAULT WRITE-UP:

ACTION TAKEN:

INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 08-AUG-2014. COMPLETED
UPGRADE TO RED X STATUS ON 12-AUG-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | JP234951 0.2 TM729539 1 F
o o 1 00 F 3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 15-Nov-2014 1:01PM 1 X 6034.3 10-Jan-2015 6034.3 0 6 19C04

FAULT WRITE-UP:

INSP E135 - AN/ARC-201(V) SINCGARS RADIO HUB BATT REPL.
WAS DUE AT: 20-OCT-2014. UPGRADE TO RED X STATUS ON 08-
NOV-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
o o 1 19C04 F 14

DELAY

ACTION TAKEN:
ARC 201'S REMOVED FOR ACFT TURN-IN

TIPID MMH PID MMH TYPE
ER566579 0.1 ER566579 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC
A 15-Nov-2014 1:01 PM 2 X 6034.3 10-Jan-2015 6034.3 0 6 05A02
FAULT WRITE-UP: ACTION TAKEN:

INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. WAS DUE AT:
13-0OCT-2014. UPGRADE TO RED X STATUS ON 01-NOV-2014

WHEN HOW MAL wuc MAINT

M/R BLADES NOT INSTALLED, WILL REQUIRE NEW BLADES TO
RUN ACFT

DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.2 ER566579 0.2 F
O O 1 05A02 F 14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Dec-2014 2:21 PM 2 X SL720890 6034.3 08-Jan-2015 6034.3 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #1 ENGINE SN GE-E-762437C REPLACED WITH ENGINE S/N GE-E-306347
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 2 SL720890 2 F
K G 1 00 D 5
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED TQ INLET CLAMP TO 70 INLBS, TQ INLET ANTI-ICE CLAMP
TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE AIR INLET ER566579 0.1 KJ127950 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 1 X 00 REINSTALLED TQ INLET CLAMP TO 70 INLBS, TQ INLET ANTI-ICE CLAMP
TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE AIR INLET ER566579 0.1 KJ127950 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE AFT LOOP CLAMP FROM DESWIRL DUCT ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 2 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #1 ENGINE AFT LOOP CLAMP FROM DESWIRL DUCT ER566579 0.1 KJ127950 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IPS BLOWER DUCT AND CLAMP ER566579 0.1 KJ127950 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 3 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IPS BLOWER DUCT AND CLAMP ER566579 0.1 KJ127950 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 RECONNECTED AND TQ IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN LINE MANIFOLD ER566579 0.1 KJ127950 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 RECONNECTED AND TQ IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN LINE MANIFOLD ER566579 0.1 KJ127950 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 RECONNECTED AND TQ IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN LINE MANIFOLD ER566579 0.1 SL720890 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 4 X 00 RECONNECTED AND TQ IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN LINE MANIFOLD ER566579 0.1 SL720890 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STARTER BLEED AIR TUBE ER566579 0.1 SL720890 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 5 X 00 REINSTALLED TQ TO 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STARTER BLEED AIR TUBE ER566579 0.1 SL720890 0.2 F




Report Date: 27-Jan-2015
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Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859
NEXT PHASE: 6313.8

HOURS: 6034.3
LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED TQ TO 500 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ENGINE FUEL PUMP ELBOW ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 6 X 00 REINSTALLED TQ TO 500 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE FROM ENGINE FUEL PUMP ELBOW ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD DEMAND AND POWER AVAILIBLE ROTORY ER566579 0.1 KJ127950 0.2 F
INPUT FROM HMU
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 7 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD DEMAND AND POWER AVAILIBLE ROTORY ER566579 0.1 KJ127950 0.2 F
INPUT FROM HMU
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM FWD SUPPORT TUBE TO GIMBAL ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 8 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM FWD SUPPORT TUBE TO GIMBAL ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED TQ TO 140 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM HIGH SPEED SHAFT ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 9 X 00 REINSTALLED TQ TO 140 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM HIGH SPEED SHAFT ER566579 0.1 KJ127950 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENGINE MOUNT HDWR ER566579 0.1 SL720890 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 10 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENGINE MOUNT HDWR ER566579 0.1 SL720890 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 - 00 TQ CHECK PASSED AT 646 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TQ CHECK ON INPUT MODULE FLANGE RETAINING NUT DUE 0 JW732614 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 11 - 00 TQ CHECK PASSED AT 646 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TQ CHECK ON INPUT MODULE FLANGE RETAINING NUT DUE 0 JW732614 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 TIGHTENED 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA TAIL CONE CAPTIVE NUTS LOOSENED ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 12 X 00 TIGHTENED 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA TAIL CONE CAPTIVE NUTS LOOSENED ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 INSTALLED ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL CONE RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 13 X 00 INSTALLED ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL CONE RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

03-Dec-2014 14 X 00 INSTALLED 50 IN/LBS ON ENG S/N GE-E-306347

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA BOLTS AND WASHERS FROM BOOST PUMP ELBOW RMVD FROM ER566579 0.1 CE397235 0.1 F

ENG S/N GE-E-762437C

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 14 X 00 INSTALLED 50 IN/LBS ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA BOLTS AND WASHERS FROM BOOST PUMP ELBOW RMVD FROM ER566579 0.1 CE397235 0.1 F

ENG S/N GE-E-762437C

DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 15 X 00 INSTALLED W/ NEW GASKET ON ENG S/N GE-E-306347

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BOOST PUMP ELBOW RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 15 X 00 INSTALLED W/ NEW GASKET ON ENG S/N GE-E-306347

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BOOST PUMP ELBOW RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

03-Dec-2014 16 X 00 INSTALLED 120 IN/LBS ON ENG S/N GE-E-306347

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

14EA BOLTS AND WASHERS ON FWD SPT TUBE RMVD FROM ENG S/N  ER566579 0.1 CE397235 0.5 F

GE-E-762437C

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 16 X 00 INSTALLED 120 IN/LBS ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
14EA BOLTS AND WASHERS ON FWD SPT TUBE RMVD FROM ENG S/N  ER566579 0.1 CE397235 0.5 F

GE-E-762437C

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 17 X 00 INSTALLED W/ NEW O-RING ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FWD SPT TUBE RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 17 X 00 INSTALLED W/ NEW O-RING ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FWD SPT TUBE RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 INSTALLED W/ 3EA NEW O-RINGS ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
H/S SHAFT RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 18 X 00 INSTALLED W/ 3EA NEW O-RINGS ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
H/S SHAFT RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO HMU VENT FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 19 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO HMU VENT FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN TUBE TO COMMON DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 20 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN TUBE TO COMMON DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 CONNECTED 270 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HOSE TO SWIRL FRAME DRAIN FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
03-Dec-2014 21 X 00 CONNECTED 270 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

HOSE TO SWIRL FRAME DRAIN FITTING DISC. ER566579 0.1 CE397235 0.1 F




Page 20 of 73

27-Jan-2015 To 27-Jan-2015

Report Date: Selection Range : 27-Jun-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

SERIAL NUMBER: 8323859

HOURS:
26-Jul-2014

6034.3
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 22 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO ODV DRAIN TUBE DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 22 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO ODV DRAIN TUBE DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 23 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO COMBUSTOR DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 23 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO COMBUSTOR DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 24 X 00 INSTALLED ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE ASSY RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
03-Dec-2014 24 X 00 INSTALLED ON ENG S/N GE-E-306347
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE ASSY RMVD FROM ENG S/N GE-E-762437C ER566579 0.1 CE397235 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 9:02 AM 1 X 6034.3 09-Jan-2015 6034.3 0 R 00

FAULT WRITE-UP:

INSP A222 - AMSS SURVIVAL KIT INSPECTION. WAS DUE AT: 06-
NOV-2014. UPGRADE TO RED X STATUS ON 07-DEC-2014

WHEN HOW MAL wuc MAINT DEFERRED
DISC REC EFF TYPE DAYS
o o} 1 00 F 10

DELAY

ACTION TAKEN:
KIT NOT INSTALLED, ACFT TRANSFERED TO BEST PROGRAM.

TIPID MMH
ER566579 0.1

PID MMH TYPE
ER566579 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 9:02 AM 2 X SL720890 6034.3 08-Jan-2015 6034.3 0 A 00
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENGINE SN # GE-E-761534C REPLACED WITH ENGINE S/N GE-E-207320
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 2 SL720890 0.1 F
K G 1 00 F 11
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 1 X 00 REINSTALLED TQ INLET CLAMP TO 70 INLBS, TQ ANTI-ICE BLEED AIR
CLAMP TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE AIR INLET ER566579 0.2 KJ127950 0.4 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 1 X 00 REINSTALLED TQ INLET CLAMP TO 70 INLBS, TQ ANTI-ICE BLEED AIR
CLAMP TO 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 ENGINE AIR INLET ER566579 0.2 KJ127950 0.4 F
DATE SEQNO STATUS wucC ACTION TAKEN
09-Dec-2014 2 X 00 REINSTALLED TQ 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOOP CLAMP FROM DESWIRL DUCT ER566579 0.2 KJ127950 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 2 X 00 REINSTALLED TQ 45 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LOOP CLAMP FROM DESWIRL DUCT ER566579 0.2 KJ127950 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD #2 STARTER BLEED AIR TUBE ER566579 0.1 KJ127950 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN
09-Dec-2014 3 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD #2 STARTER BLEED AIR TUBE ER566579 0.1 KJ127950 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 4 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM FWD SUPPORT TUBE TO GIMBAL ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 4 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM FWD SUPPORT TUBE TO GIMBAL ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 5 X 00 REINSTALLED TQ TO 140 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM HIGH SPEED SHAFT ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 5 X 00 REINSTALLED TQ TO 140 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM HIGH SPEED SHAFT ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 6 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENGINE MOUNT BOLTS ER566579 0.1 SL720890 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 6 X 00 REINSTALLED TQ TO 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD ENGINE MOUNT BOLTS ER566579 0.1 SL720890 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 7 X 00 REINSTALLED IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN MANIFOLD ER566579 0.1 KJ127950 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 7 X 00 REINSTALLED IAW WP 0491
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED ENGINE DRAIN MANIFOLD ER566579 0.1 KJ127950 0.5 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 8 X 00 REINSTALLED TQ TO 475 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FUEL HOSE ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 8 X 00 REINSTALLED TQ TO 475 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FUEL HOSE ER566579 0.1 MV745056 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IPS BLOWER DUCT ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IPS BLOWER DUCT ER566579 0.1 KJ127950 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 10 - 00 TORQUE CHECK COMPLETED INSPECTION OK 650 INCH POUNDS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQD ON #2 GIMBLE 0 WH552127 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 10 - 00 TORQUE CHECK COMPLETED INSPECTION OK 650 INCH POUNDS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TORQUE CHECK REQD ON #2 GIMBLE 0 WH552127 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LDS AND PAS FROM HMU ER566579 0.1 KJ127950 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 11 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED LDS AND PAS FROM HMU ER566579 0.1 KJ127950 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 12 X 00 TIGHTENED 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA TAIL CONE CAPTIVE NUTS LOOSENED ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 12 X 00 TIGHTENED 50 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA TAIL CONE CAPTIVE NUTS LOOSENED ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 13 X 00 INSTALLED ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL CONE FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 13 X 00 INSTALLED ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TAIL CONE FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 14 X 00 INSTALLED 120 IN/LBS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 14 EA BOLTS AND WASHERS ON FWD SPT TUBE ER566579 0.1 CE397235 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 14 X 00 INSTALLED 120 IN/LBS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD 14 EA BOLTS AND WASHERS ON FWD SPT TUBE ER566579 0.1 CE397235 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 15 X 00 INSTALLED W/ NEW O-RING ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FWD SPT TUBE RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 15 X 00 INSTALLED W/ NEW O-RING ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FWD SPT TUBE RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 16 X 00 INSTALLED W/ 3EA NEW PACKINGS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
H/S SHAFT RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 16 X 00 INSTALLED W/ 3EA NEW PACKINGS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
H/S SHAFT RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F

DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 17 X 00 INSTALLED 50 IN/LBS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA BOLTS AND WASHERS FROM BOOST PUMP ELBOW RMVD FROM ER566579 0.1 CE397235 0.1 F

ENG S/N GE-E-761534C

DATE SEQ NO STATUS wuc ACTION TAKEN
09-Dec-2014 17 X 00 INSTALLED 50 IN/LBS ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
4EA BOLTS AND WASHERS FROM BOOST PUMP ELBOW RMVD FROM ER566579 0.1 CE397235 0.1 F

ENG S/N GE-E-761534C

DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 18 X 00 INSTALLED W/ NEW GASKET ON ENG S/N GE-E-207320

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BOOST PUMP ELBOW RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 18 X 00 INSTALLED W/ NEW GASKET ON ENG S/N GE-E-207320

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

BOOST PUMP ELBOW RMVD FROM ENG S/N GE-E-761534C ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 19 X 00 CONNECTED 135 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRAIN HOSE TO HMU VENT FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

09-Dec-2014 19 X 00 CONNECTED 135 IN/LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRAIN HOSE TO HMU VENT FITTING DISC. ER566579 0.1 CE397235 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 20 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN TUBE TO COMMON DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 20 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN TUBE TO COMMON DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 21 X 00 CONNECTED 270 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HOSE TO SWIRL FRAME DRAIN FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 21 X 00 CONNECTED 270 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
HOSE TO SWIRL FRAME DRAIN FITTING DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 22 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO ODV DRAIN TUBE DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 22 X 00 CONNECTED 135 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO ODV DRAIN TUBE DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 23 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE TO COMBUSTOR DRAIN DISC. ER566579 0.1 CE397235 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 23 X 00 CONNECTED 150 IN/LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DRAIN HOSE TO COMBUSTOR DRAIN DISC. ER566579 0.1 CE397235 0.1 F




Page 27 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 24 X 00 INSTALLED ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE ASSY RMVD FROM ENG S/N GE-E-76153C ER566579 0.1 CE397235 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
09-Dec-2014 24 X 00 INSTALLED ON ENG S/N GE-E-207320
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DRAIN HOSE ASSY RMVD FROM ENG S/N GE-E-76153C ER566579 0.1 CE397235 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 09-Dec-2014 9:05 AM 3 X SL720890 6034.3 06-Jan-2015 6034.3 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 ENGINES AND INLET INSTALLED FOR TRANSPORT ONLY FAULT ENTERED IN ERROR
NOT TQ OR COTTER PINNED INSPECTION REQUIRED BEFORE USE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.2 JW732614 0.1 F
K G 1 00 F 13
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Dec-2014 8:14 AM 2 X 6034.3 09-Jan-2015 6034.3 0 R 08F01
FAULT WRITE-UP: ACTION TAKEN:
INSP A550 - IVHUMS BATTERY REPLACEMENT. WAS DUE AT: 12- IVHMU REMOVED FOR BEST PROGRAM TURN-IN
NOV-2014. UPGRADE TO RED X STATUS ON 13-DEC-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 ER566579 0.1 F
0 0 1 08F01 F 17
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Dec-2014 8:21 AM 3 X JW732614 6034.3 09-Jan-2015 6034.3 0 L 07
FAULT WRITE-UP: ACTION TAKEN:
COLLECTIVE SERVO BINDING FAULT ENTERED IN ERROR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 WH552127 0.1 F
X G 1 07 F 17
DELAY
PART REQUEST SUBMITTED 16 DEC 2014
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Dec-2014 8:49 AM 2 X WH552127 6034.3 30-Dec-2014 6034.3 0 B 07
FAULT WRITE-UP: ACTION TAKEN:
PILOT ASSIST MODULE RMVD FROM ACFT FAULT ENTERED IN ERROR
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 WH552127 0.1 F
D G 2 07 F -7
DELAY
CONTROLED EXCHANGE
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
23-Dec-2014 1 X o7 FAULT ENTERED IN EROOR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CANNON PLUGS (4 EACH), RMVD BOLTS SECURING PILOT ER566579 0.1 WH552127 0.1 F
ASSIST MODULE TO MANIFOLD (3 EACH) RMVD PILOT ASSIST MODULE
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Dec-2014 9:18 AM 3 X WH552127  6034.3 08-Jan-2015 6034.3 0 A 11

FAULT WRITE-UP:

RMVD COLLECTIVE BOOST SERVO FROM ACFT FOR CONTROLED
EXCHANGE.

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
D G 2 11 F 25
DELAY

NEW COLLECTIVE BOOST ASSY SN: 322-07447. PLACED IN SIDE
OF CABIN AREA.

ACTION TAKEN:
REPLACED COLLECTIVE BOOST ASSY SN322-08663

TIPID
JT431022

MMH
0.1

PID
WH552127

MMH TYPE
1.5 F

13-2s to Follow

DATE SEQ NO
23-Dec-2014 1

STATUS
X

wuc
11

FAULT WRITE-UP:
RMVD NUTS AND HARDWARE SECURING INPUT ROD TO COLLECTIVE
BOOST ASSEMBLY (2 EACH)

ACTION TAKEN
REINSTALLED HARDWARE (2 EACH TORQUED TO 20 INCH POUNDS)

TIPID
JT431022

PID
WH552127

MMH TYPE
0.5 F

TI_MMH
0.1




Report Date: 27-Jan-2015

Page 29 of 73

Selection Range : 27-Jun-2014 To 27-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8323859

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X Current Status E: X

HOURS:
26-Jul-2014

6034.3
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Dec-2014 2 X 11 REINSTALLED HARDWARE (1 EACH TORQUED TO 50 INCH POUNDS)
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD NUTS AND HARDWARE SECURING INPUT ROD TO COLLECTIVE ~ JT431022 0.1 WH552127 0.3 F
BOOST ASSEMBLY (1 EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Dec-2014 3 X 11 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD NUTS AND HARDWARE SECURING OUTPUT ROD TO MIXER JT431022 0.1 WH552127 0.1 F
ASSEMBLY (2 EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Dec-2014 3 X 11 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD NUTS AND HARDWARE SECURING OUTPUT ROD TO MIXER JT431022 0.1 WH552127 0.5 F
ASSEMBLY (2 EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Dec-2014 4 X 11 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD NUTS AND HARDWARE SECURING OUTPUT ROD TO MIXER JT431022 0.1 WH552127 0.1 F
ASSEMBLY (1 EACH)

DATE SEQ NO STATUS wuc ACTION TAKEN
23-Dec-2014 4 X 11 FAULT ENTERED IN ERROR
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
RMVD NUTS AND HARDWARE SECURING OUTPUT ROD TO MIXER JT431022 0.1 WH552127 0.2 F

ASSEMBLY (1 EACH)

DATE SEQ NO STATUS wuc
23-Dec-2014 5 X 11

FAULT WRITE-UP:
RMVD HARDWARE SECURING COLLECTIVE BOOST ASSY TO ACFT.
RMVD COLLETIVE BOOST ASSY FROM ACFT: SN 322-07447A

ACTION TAKEN
REPLACED COLLECTIVE BOOST ASSY WITH NEW SN:322-08663
(TORQUED HARDWARE TO 190 INCH-POUNDS)

TIPID TI_MMH PID MMH TYPE
JT431022 0.1 WH552127 1.5 F

DATE SEQNO STATUS wucC
23-Dec-2014 6 X 11

FAULT WRITE-UP:
RMVD HARDWARE SECURING OUTPUT ROD TO COLLECTIVE SERVO

ACTION TAKEN
REINSTALLED HARDWARE (TORQUED TRIPIVET HARDWARE TO 20 INLBS
AND PIVET TO 50 INCHPOUNDS)

TIPID TI_MMH
JT431022 0.1

PID
WH552127

MMH TYPE
0.5 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 29-Dec-2014 6:56 AM 1 X 6034.3 09-Jan-2015 6034.3 0 A 19C04
FAULT WRITE-UP: ACTION TAKEN:
INSP E145 - AN/ARC-201A(V) SINCGARS HUB BATT REPL. WAS DUE ARC-231 INSTALLED
AT: 05-DEC-2014. UPGRADE TO RED X STATUS ON 24-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.1 ER566579 0.1 F
O O 1 19C04 F 30
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jan-2015 9:06 AM 4 X ER566579 6034.3 10-Jan-2015 6034.3 0 T 04
FAULT WRITE-UP: ACTION TAKEN:
H-60-14-ASAM-09 NOT COMPLIED WITH COMPLIED WITH, DC SHAFTS INSALLED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS ER566579 0.3 ER566579 0.2 F
E G 2 04 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2014 2:02 PM 1 - 6013.1 27-Jun-2014 6013.1 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. PMD COMPLETED SEE ENTRY DATED 26 JUNE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.3 F
X 0 1 00 F 0
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2014 2:04 PM 2 - 6014.9 28-Jun-2014 6014.9 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. PMD COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.3 F
X O 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jun-2014 1 / 00 SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 1/G/B FAIRING 0 SS136403 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jun-2014 2 / 00 SECURED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/G/B FAIRING 0 SS136403 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Jun-2014 3 - 00 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX INVENTORY DUE 0 SS136403 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Jun-2014 4 - 00 INSP COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK DUE 0 SS136403 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2014 10:23 PM 3 - 6015.5 30-Jun-2014 6015.5 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS INSP COMP
INSPECTION. DUE AT: 6020.9 HOURS. UPGRADE TO RED X
STATUS ON 6022.0 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS080978 0.2 F
0 O 1 05A01I F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 28-Jun-2014 8:48 AM 1 - 6015.5 30-Jun-2014 6015.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 04- INSP COMP
JUL-2014. UPGRADE TO RED X STATUS ON 06-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS080978 0.1 F
0 0 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Jun-2014 8:48 AM 2 - 6026.5 12-Jul-2014 6026.5 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A160 - 90 DAY CORROSION INSPECTION. DUE AT: 12-JUL- COMGEN IN ERROR. COMPLETED ON 8 JUL 14. SEE CLOSED
2014. UPGRADE TO RED X STATUS ON 22-JUL-2014 FAULTS.
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BS587843 0.1 F
0 0 1 00 F 15
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Jun-2014 7:36 PM 1 - 6015.5 30-Jun-2014 6015.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. PMD COMP
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JS080978 1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 01-Jul-2014  9:24 AM 1 - 6016.7 03-Jul-2014 6016.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 07- PMD COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 09-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.3 F
0 0 1 00 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

01-Jul-2014 1 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED I/G/B FAIRING 0 S§S5136403 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Jul-2014 2 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/G/B FAIRING 0 S§S5136403 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Jul-2014 3 - 00 INSP COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 S§S5136403 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

01-Jul-2014 4 - 00 INSP COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 S$S5136403 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 03-Jul-2014  8:17 AM 1 - 6016.7 03-Jul-2014 6016.7 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. PMD COMPLETED. SEE ENTRY DATED 3JULY14
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 03-Jul-2014  10:51 PM 2 - 6023 06-Jul-2014 6023 0 6 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED

INSPECTION. DUE AT: 6026.7 HOURS. UPGRADE TO RED X
STATUS ON 6027.8 HOURS

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 0.3 F
O O 1 05A01I F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 03-Jul-2014  10:51PM 3 - 6023 06-Jul-2014 6023 0 5 19W
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PERFORM 10 HR/14 DAY INSPECTION OF AIRCRAFT COMPLETED

SKIN BETWEEN STATIONS 464.0 & 485.0 FOR LOOSE/MISSING
RIVETS AND/OR CRACKS IAW AWR 1037. DUE AT: 6026.7 HOURS
OR 14-JUL-2014. UPGRADE TO RED X STATUS ON 6027.8 HOURS
OR 16-JUL-2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 0.3 F
O O 1 19W F -3

DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Jul-2014  8:04 AM 1 - 6021.3 04-Jul-2014 6021.3 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 10- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 12-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 1 F
O O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

04-Jul-2014 1 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

1/G/B COVER RMVD 0 CS755952 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

04-Jul-2014 2 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/G/B COVER RMVD 0 CS755952 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

04-Jul-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

04-Jul-2014 4 / 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Jul-2014  7:04 AM 1 - 6023 06-Jul-2014 6023 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 11- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 13-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 0.5 F
O O 1 00 F -1
DELAY




Page 37 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2014  7:56 AM 1 - 6023 06-Jul-2014 6023 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 0.5 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TRGB COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IGB COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 3 / 00 CLOSED SEC 4 DS COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED SEC 4 DS COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Jul-2014 4 / 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MW922250 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 4 / 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MW922250 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INSP DUE 0 MW922250 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2014  12:42 PM 3 - MK041499 6023 06-Jul-2014 6023 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
MOC OF RH CE ICS BOX REQUIERD MOC COMPLETE CHHECK FOUND OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BS587843 0.2 F
G B 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 06-Jul-2014  11:46 PM 5 - 6024.5 07-Jul-2014 6024.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPLETED CHECK FOUND OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 1.5 F
X 0 1 00 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

06-Jul-2014 1 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

1/G/B COVER RMVD 0 CS755952 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

06-Jul-2014 2 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/G/B COVER RMVD 0 CS755952 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

06-Jul-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

06-Jul-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 07-Jul-2014  7:40 AM 1 - 6024.5 07-Jul-2014 6024.5 0 3 00

FAULT WRITE-UP:

INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 13-
JUL-2014. UPGRADE TO RED X STATUS ON 15-JUL-2014

ACTION TAKEN:
COMPLETED AND ANNOTATED IN MANUAL PMD WRITE-UP

WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 0.2 F
o o 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Ju-2014 T7:40AM 2 - 6027 15-Jul-2014 6027 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE LCF1-400 LCF2-1815 INDEX-1476 HOURS-474
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 05 F
0 0 1 04A06B F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS  PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Ju-2014 T:40AM 3 - 6027 15-Jul-2014 6027 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE LCF1-1230 LCF2-4344 INDEX-6412 HOURS-2983
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 19-JUL-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 05 F
0 0 1 04A06B F -8

DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2014  11:18 AM 1 - 6026.5 11-Jul-2014 6026.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 14- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 16-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 1 F
O O 1 00 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jul-2014  11:18 AM 2 - 6027 17-Jul-2014 6027 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A800 - 30 DAY LOGBOOK RECON DUE. DUE AT: 16-JUL-2014. COMPLETED
UPGRADE TO RED X STATUS ON 20-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 0 F
0 0 1 00 F -9
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jul-2014  6:30 PM 1 - 6026.5 12-Jul-2014 6026.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). DUE AT: 15- COMP
JUL-2014. UPGRADE TO RED X STATUS ON 16-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 GW864483 1 F
0 0 1 00 F -2
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 10-Jul-2014  10:45PM 2 - 6026.5 12-Jul-2014 6026.5 0 | 00

FAULT WRITE-UP:

INSP A115 - LUBE REQUIRMENTS. DUE AT: 6033.7 HOURS OR 21-
JUL-2014. UPGRADE TO RED X STATUS ON 6037.8 HOURS OR 25-
JUL-2014

ACTION TAKEN:
LUBES COMPLETED IN CONJUNCTION WITH WASH AND CClI

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 $S5136403 0.2 F
o o 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jul-2014  10:45PM 3 - 6032.5 22-Jul-2014 6032.5 0 6 02

FAULT WRITE-UP:

INSP A802 - PERFORM 40 HR INSP OF BROOM CLOSET M4 MOUNTS
IAW AWR 1615. DUE AT: 6033.7 HOURS. UPGRADE TO RED X
STATUS ON 6037.8 HOURS

WHEN HOwW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 02 F -12

DELAY

ACTION TAKEN:
COMPLETED IN CONJUCTION WITH 40HR

TIPID MMH PID MMH TYPE

0 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 11-Jul-2014  10:56 AM 1 - 6032.5 22-Jul-2014 6032.5 0 6 16S05
FAULT WRITE-UP: ACTION TAKEN:
INSP A804 - PERFORM 30 DAY FLIR DESICCANT INSPECTION COMPLETED

(LAVENDER INDICATES REPLACEMENT REQUIRED). DUE AT: 19-
JUL-2014. UPGRADE TO RED X STATUS ON 23-JUL-2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 0.5 F
o o 1 16S05 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

11-Jul-2014 1 X 16S05 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD HDWR 3 EA FROM FLIR SERVICE PORT SS5136403 0.1 CS755952 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Jul-2014 2 X 16S05 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD FLIR SERVICE PORT SS5136403 0.1 CS755952 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

11-Jul-2014 3 - 16S05 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

11-Jul-2014 4 - 16S05 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2014  10:56 AM 2 - 6032.5 22-Jul-2014 6032.5 0 1 16S05
FAULT WRITE-UP: ACTION TAKEN:
INSP A805 - PERFORM 30 DAY FLIR NITROGEN PURGE. DUE AT: 19- COMPLETED IN CONJUNCTION WITH INSP A804
JUL-2014. UPGRADE TO RED X STATUS ON 23-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 0.5 F
O O 1 16S05 F -1
DELAY
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27-Jan-2015 To 27-Jan-2015

Report Date: Selection Range : 27-Jun-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Jul-2014  6:29 PM 3 - 6026.5 11-Jul-2014 6026.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 1 F
X O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD IGB COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD TRGB COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2014 3 / 00 CLOSED SEC 4 DS COVER
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPENED SEC 4 DS COVER 0 MW922250 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
11-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INSP DUE 0 MW922250 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
11-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD INSP DUE 0 MW922250 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Jul-2014  12:57 PM 1 - 6027 14-Jul-2014 6027 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 18- PMD COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 20-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.3 F
O O 1 00 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

12-Jul-2014 1 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

T/G/B COVER REMOVED 0 SS5136403 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jul-2014 2 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

I/G/B COVER REMOVED 0 SS136403 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

12-Jul-2014 3 - 00 INSP COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 SS136403 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

12-Jul-2014 4 - 00 INS COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 SS136403 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Jul-2014  9:28 PM 1 - 6032.5 22-Jul-2014 6032.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 6033.7 HOURS. COMPLETED
UPGRADE TO RED X STATUS ON 6035.8 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 2 F
O O 1 00 F -9
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Jul-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Jul-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Jul-2014 1 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H TAILCONE ACCESS PANEL JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
13-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/G/B COVER 0 CS755952 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/G/B COVER 0 CS755952 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
13-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD T/G/B COVER 0 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 3 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD I/G/B COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 4 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD R/H S/P JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOWERED FWD R/H S/P JL120623 0.2 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 5 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD R/H S/P JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD L/H S/P JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD L/H S/P JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 6 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED FWD L/H S/P JL120623 0.2 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED S/P FWD OF DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED S/P FWD OF DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 7 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWERED S/P FWD OF DRIP PAN JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 8 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 9 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H CABIN CONTROL ROD S/P JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 10 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD L/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL HDWR JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL HDWR JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 11 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL HDWR JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 12 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD OIL COOLER ACCESS PANEL JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD APU FUEL ENCLOSER PANEL JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD APU FUEL ENCLOSER PANEL JL120623 0.2 SS136403 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 13 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD APU FUEL ENCLOSER PANEL JL120623 0.2 SS136403 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 14 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 15 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD L/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD R/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F




Page 52 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 16 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STRUT FAIRING HDWR JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 17 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H STRUT FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY FROM RED BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY FROM RED BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 18 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD SAFTEY FROM RED BLADE DAMPER JL120623 0.2 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 19 X 00 REINSTALLED TQ TO 75 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM RED DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 19 X 00 REINSTALLED TQ TO 75 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM RED DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 19 X 00 REINSTALLED TQ TO 75 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM RED DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 20 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O-RINGS 2 EA FROM RED DAMPER BLEED PLUGS JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 20 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O-RINGS 2 EA FROM RED DAMPER BLEED PLUGS JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 20 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O-RINGS 2 EA FROM RED DAMPER BLEED PLUGS JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 21 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 21 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RED DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 21 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RED DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 22 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFTEY FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 23 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD BLEED PLUGS 2 EA FROM YELLOW BLADE DAMPER JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 24 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD O-RINGS 2 EA FROM YELLOW BLADE BLEED PLUGS JL120623 0.2 CS755952 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 24 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O-RINGS 2 EA FROM YELLOW BLADE BLEED PLUGS JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 24 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O-RINGS 2 EA FROM YELLOW BLADE BLEED PLUGS JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 25 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW BLADE DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 25 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW BLADE DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 25 X 00 DAMPER SERVICED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
YELLOW BLADE DAMPER REQUIRES SERVICING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSPECTION PANELS HDWR 6 EA JL120623 0.2 MKO041499 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSPECTION PANELS HDWR 6 EA JL120623 0.2 MKO041499 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 26 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD STAB INSPECTION PANELS HDWR 6 EA JL120623 0.2 MK041499 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSPECTION PANELS 2 EA JL120623 0.2 MKO041499 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSPECTION PANELS 2 EA JL120623 0.2 MKO041499 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 27 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD STAB INSPECTION PANELS 2 EA JL120623 0.2 MKO041499 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 28 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 28 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 28 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 29 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 29 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 29 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX CHECK REQUIRED 0 CS755952 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 30 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 30 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Jul-2014 30 X 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD R/H UPPER ESSS FAIRING JL120623 0.2 CS755952 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Jul-2014  1:22 PM 1 - 6032.5 20-Jul-2014 6032.5 0 1 19W
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - PERFORM 10 HR/14 DAY INSPECTION OF AIRCRAFT COMPLETED OK

SKIN BETWEEN STATIONS 464.0 & 485.0 FOR LOOSE/MISSING
RIVETS AND/OR CRACKS IAW AWR 1037. DUE AT: 20-JUL-2014 OR
6034.5 HOURS. UPGRADE TO RED X STATUS ON 22-JUL-2014 OR
6035.5 HOURS

WHEN HOwW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 0 F
o} o} 1 19W F -6

DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  1:55 PM 1 - 6027 17-Jul-2014 6027 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 21- PMD COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 23-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS136403 0.3 F
O O 1 00 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IG/B COVER 0 SS5136403 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 2 / 00 SECURED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED T/G/B COVER 0 SS136403 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 3 - 00 INSP COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 SS136403 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 INSP COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 SS136403 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 18-Jul-2014  12:01 AM 1 - 6027 18-Jul-2014 6027 0 3 00

FAULT WRITE-UP:

INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 24-
JUL-2014. UPGRADE TO RED X STATUS ON 26-JUL-2014

ACTION TAKEN:

COMPLETED, SEE FAULT 1 DATED 15 JULY 2014. COMPLETED 17
JULY 2014

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 0.2 F
o} o} 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jul-2014  12:.01AM 2 - 6032.5 20-Jul-2014 6032.5 0 1 04A

FAULT WRITE-UP:

ACTION TAKEN:

INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
24-JUL-2014. UPGRADE TO RED X STATUS ON 26-JUL-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 0.2 F
O O 1 04A F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 18-Jul-2014  2:13 PM 3 - 6027 18-Jul-2014 6027 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPL. SEE FAULT 1 DATED 15 JUL2014, COMPL. 17 JULY 2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 0.2 F
X O 1 00 F 0

DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jul-2014  12:08 AM 1 - 6029 19-Jul-2014 6029 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 25- COMPLETED SEE FAULT 4 DATED 19 JUL 2014
JUL-2014. UPGRADE TO RED X STATUS ON 27-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MKO041499 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Jul-2014  12:08 AM 2 - 6029 19-Jul-2014 6029 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETE IN CONJUCTION WITH PMD
INSPECTION. DUE AT: 6034.5 HOURS. UPGRADE TO RED X
STATUS ON 6035.6 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MKO041499 0.2 F
0 0 1 05A01I F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Jul-2014  6:25 PM 4 - 6029 19-Jul-2014 6029 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MW922250 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX COVER 0 MKO041499 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 1 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED TAIL ROTOR GEARBOX COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEARBOX COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 2 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INTERMEDIATE GEARBOX COVER 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INV 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FODCHECK 0 MKO041499 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Jul-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FODCHECK 0 MK041499 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2014  4:09 PM 1 - 6032.5 20-Jul-2014 6032.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 26- LATE ENTRY: COMPLETED OK AT 6031 ACFT HRS
JUL-2014. UPGRADE TO RED X STATUS ON 28-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL120623 1.2 F
O O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

20-Jul-2014 1 / 00 REINST

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD I/G/B COVER 0 JL120623 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Jul-2014 2 / 00 REINST

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD T/R G/B COVER 0 JL120623 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

20-Jul-2014 3 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPENED ALL D/S COVERS 0 JL120623 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Jul-2014 4 - 00 COMP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD CHECK DUE 0 JL120623 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

20-Jul-2014 5 - 00 COMP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOLBOX INVENTORY DUE 0 JL120623 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Jul-2014  11:44 PM 2 - 6032.5 22-Jul-2014 6032.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. COMPLETED IN CONJUCTION WITH 40 HR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 0.3 F
X O 1 00 F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Jul-2014  12:11 AM 1 - 6032.5 22-Jul-2014 6032.5 0 3 00

FAULT WRITE-UP:

INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 27-
JUL-2014. UPGRADE TO RED X STATUS ON 29-JUL-2014

ACTION TAKEN:
COMPLETED IN CONJUNCTION WITH 40HR

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 CS755952 0.5 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
E 22-Jul-2014  12:04 AM 1 - 6034.3 28-Jul-2014 6034.3 0 P 19H

FAULT WRITE-UP:

INSP E108 - KY-58 PMCS/OPNL CHECK (STANDBY). DUE AT: 30-JUL-
2014. UPGRADE TO RED X STATUS ON 03-AUG-2014

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
O O 1 19H F -6

DELAY

ACTION TAKEN:
COMPLETED

TIPID MMH PID MMH TYPE

0 SL720890 0.1 F




Page 64 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 23-Jul-2014  12:58 AM 1 - 6034.3 26-Jul-2014 6034.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A018 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 29- INSP OK
JUL-2014. UPGRADE TO RED X STATUS ON 31-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 VR821071 0.1 F
O O 1 00 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 25-Jul-2014  12:17 AM 2 - JL120623 6034.3 26-Jul-2014 6034.3 0 6 08
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH THE REQUIREMENTS OF H-60-14-AMAM-16 BY 12 COMPLETED 16 JUL 14
AUG 14. (AHRU TRACKING)
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 SS272654 0.1 F
B G 2 08 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  3:01 AM 1 - 6034.3 26-Jul-2014 6034.3 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY REQUIRED. INSP OK
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 VR821071 0.1 F
X 0 1 00 F 0
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 26-Jul-2014  7:23 AM 2 - 6034.3 15-Jan-2015 6034.3 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT REQUIRES UPDATE OF CHART A, C, AND 365-4 FOR W+B RECORDS UPDATED, RECOMMEND ACFT WEIGHING DUE TO
REMOVAL OF BAPS, FLIR, CMWS, AND SATCOM B KIT. POOR RECORD KEEPING BY PREVIOUS TECHINICIAN. MULTIPLE
ACFT MODS UNDOCUMENTED AS WELL AS SIGNIFICANT CHANGE
IN BASIC WEIGHT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 2 F
B G 1 02 F 16
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Aug-2014 3:49 PM 2 - 6034.3 15-Jan-2015 6034.3 0 R 19

FAULT WRITE-UP:

THE FOLLOWING COMSEC WERE REMOVED FOR AIRCRAFT
SHIPMENT TO CONUS; KY-58'S, KY-58 RCU'S, HF RT, KY-100, AND
APR-39 PROCESSOR.

ACTION TAKEN:
RECORDS UPDATED

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.2 F
K G 1 19 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 23-Dec-2014 9:22 AM 4 - WH552127  6034.3 09-Jan-2015 6034.3 0 A 00

FAULT WRITE-UP:

MOC: COLLECTIVE BOOST SERVO REQD INSTALLATION AND FULL
INSP BEFORE FIRST FLIGHT IAW TM 1-1520-237-23&P WORK
PACKAGE 1098 00.

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
L G 2 00 24

DELAY

ACTION TAKEN:
ENTERED IN ERROR

TIPID MMH PID MMH TYPE

0 ER566579 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jan-2015 2:15PM 3 - MV745056 6034.3 15-Jan-2015 6034.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
# ENGINE REQUIRES OUTPUT SHAFT BALANCE ENTERED IN ERROR
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.2 F
K G 1 02 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Jan-2015 2:16 PM 4 - MV745056 6034.3 15-Jan-2015 6034.3 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT REQUIRES GROUND RUN FOR #1 AND #2 ENGINE REQUIREMENT DOCUMENTED AS PART OF ENGINE CHECKOUT
REMOVAL AND INSTALLATION PROCEDURES
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.2 F
K G 1 02 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jan-2015 2:45PM 7 - MV745056 6034.3 15-Jan-2015 6034.3 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
AIRCRAFT REQUIRES #1 & #2 ENGINE CHECKOUT PROCEDURE ENTERED IN ERROR
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.1 F
K G 1 02 F -8
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 08-Jan-2015 9:02 AM 1 - WH552127  6034.3 15-Jan-2015 6034.3 0 A 00

FAULT WRITE-UP:

MOC PERFORM A MAINTENANCE TEST FLIGHT DUE TO REPLACED
COLLECTIVE BOOST ASSY

ACTION TAKEN:
ENTRY UPDATED TO INCLUDE ADDITIONAL REQUIREMENTS

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.1 F
M G 2 00 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jan-2015 9:43 AM 7 - ER566579  6034.3 10-Jan-2015 6034.3 0 T 06H23

FAULT WRITE-UP:

H-60-15-SOF-01, OIL COOLER AXIAL FAN BEARING TBO, NOT
COMPLIED WITH (NOT REPORTED)

ACTION TAKEN:

COMPLIANCE NOT REQUIRED FOR BEST PROGRAM ACFT PER
PARA 4.3, ANNOTATED ON 2408-15

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.4 F
E G 1 06H23 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Jan-2015 7:57 AM 2 - JP234951 6034.3 21-Jan-2015 6034.3 0 6 02
FAULT WRITE-UP: ACTION TAKEN:
FOD INSPECTION DUE FOR INDUCTION INTO BEST PROGRAM COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TM729539 2 F
0 0 1 02 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 1 / 02 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED T/R GEAR BOX COWLING ASSY 0 TM729539 0.2 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 6313.8

Current Status A: X

Current Status E: X

SERIAL NUMBER: 8323859
LAST MISSION:

Current Status O:

HOURS:
26-Jul-2014

Current Status W:

6034.3

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 2 X 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H SIDE TAIL CONE ACCESS PANEL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 3 / 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COWLING ASSY. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 4 / 02 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

APU ACCESS DOORS OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 5 / 02 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#1 ENG ACCESS COWLING OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 6 / 02 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

#2 ENG ACCESS COWLING OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 7 / 02 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

NOSE DOOR ACCESS ASSY OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 8 / 02 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR DRIVE SHAFT ACCESS COVERS 3(EA) OPENED. 0 TM729539 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Jan-2015 9 / 02 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

R/H CABIN FUEL CELL ACCESS PANEL REMOVED. 0 TM729539 0.2 F




Report Date: 27-Jan-2015

Page 69 of 73
Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 10 X 02 RESET AND LOCKED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 11 X 02 RESET AND LOCKED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CO-PILOT SEAT TILTED AFT FOR ACCESS TO SEAT WELL. JP234951 0.2 TM729539 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Jan-2015 12 X 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"FOD" INSPECTION REQUIRED FOR COMPLETION OF "BEST" JP234951 0.2 TM729539 2 F
ACCEPTANCE INSPECTION.
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Jun-2014 10:26 PM 4 / SS136403 6014.9 28-Jun-2014 6014.9 0 K 00
FAULT WRITE-UP: ACTION TAKEN:
DROOP STOP BUSHINGS DISPLACED ON THREE MAIN ROTOR STATUS UPGRADED, SEE ENTRY BELOW
BLADES
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 GW864483 0.1 F
T G 2 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Jul-2014  11:00 PM 2 / MW922250 6023 06-Jul-2014 6023 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
TAIL WHEEL DOES NOT INDICATE LOCK POSITION REPLACED BULB ON INDICATOR MOC COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 BS587843 0.2 F
G G 4 00 F -1
DELAY
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 06-Jul-2014  12:22 PM 2 / MK041499 6023 06-Jul-2014 6023 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
R/H C/E ICS BOX INTERMITTENT REPLACED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 MKO041499 0.8 F
G B 2 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 1 X 00 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ICS BOX CONNECTOR BS587843 0.1 MK041499 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 2 X 00 REPLACED RH C/E ICS BOX
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED R/H C/E ICS BOX BS587843 0.1 MK041499 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
06-Jul-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK 0 MK041499 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
06-Jul-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX INVENTORY 0 MK041499 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 10-Jul-2014  10:46 PM 4 / MW922250 6026.5 30-Dec-2014 6034.3 0 A 00

FAULT WRITE-UP:
#2 ENG HIT WITHIN 5 OF UPPER LIMIT

WHEN HOwW MAL wucC MAINT
DISC REC EFF TYPE
G G 2 00 F

DELAY

DEFERRED
DAYS
-25

ACTION TAKEN:
#2 ENGINE REPLACED WITH T700

TIPID MMH PID MMH TYPE
0 ER566579 0.1 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Jan-2015 3:38 PM 9 / WH868556 6034.3 08-Jan-2015 6034.3 0 S 11D26
FAULT WRITE-UP: ACTION TAKEN:
RMVD DUAL STAB AMP FOR TRANSFER TO SALES INSTALLED SINGLE STAB AMPS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KC929570 0.4 F
K G 2 11D26 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 10-Jan-2015 9:13 AM 3 / ER566579 6034.3 10-Jan-2015 6034.3 0 T 00

FAULT WRITE-UP:
H-60-14-AMAM-19, LCF CHANGE 66, NOT COMPLIED WITH (NOT

ACTION TAKEN:
COMPLIED WITH, LATE ENTRY

DOCUMENTED)
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.3 F
E G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 10-Jan-2015 9:16 AM 4 / ER566579  6034.3 10-Jan-2015 6034.3 0 T 00

FAULT WRITE-UP:

H-60-14-SOF-04, CHECKLIST UPDATE, NOT COMPLIED WITH (NOT
REPORTED)

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
E G 1 00 F 0

DELAY

ACTION TAKEN:
COMPLIED WITH (LATE ENTRY)

TIPID MMH PID MMH TYPE

0 ER566579 0.3 F
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Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jan-2015 9:32 AM 5 / ER566579 6034.3 10-Jan-2015 6034.3 0 T 06A19
FAULT WRITE-UP: ACTION TAKEN:
H-60-14-ASAM-10, MAIN MOD PLANETARY CARRIER, NOT COMPLIED WITH, UPGRADED TRANSMISSION INSTALLED
COMPLIED WITH BY 16 SEP 14 (NOT REPORTED)
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.3 F
E G 1 06A19 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 10-Jan-2015 9:37 AM 6 / ER566579 6034.3 10-Jan-2015 6034.3 0 T 00

FAULT WRITE-UP:

H-60-15-AMAM-02, IVHMS WIRING MANAGEMENT, NOT COMPLIED
WITH (NOT RECORDED)

ACTION TAKEN:

NOT REQUIRED FOR BEST PROGRAM ACFT PER PARA 4.2,
ENTERED ON 2408-15

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.3 F
E G 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 10-Jan-2015  9:47 AM 8 / ER566579  6034.3 10-Jan-2015 6034.3 0 T 08D01

FAULT WRITE-UP:

H-60-15-ASAM-01, LED CAUTION ADVISORY PANEL, NOT COMPLIED
WITH (NOT RECORDED)

WHEN HOW MAL wucC MAINT DEFERRED
DISC REC EFF TYPE DAYS
E G 1 08D01 F 0

DELAY

ACTION TAKEN:

COMPLIANCE NOT REQUIRED PER PARA 4.3, RECORDED ON 2408

-15
TIPID MMH PID MMH TYPE

0 ER566579 0.2 F




Page 73 of 73

Report Date: 27-Jan-2015 Selection Range : 27-Jun-2014 To 27-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8323859 HOURS: 6034.3
NEXT PHASE: 6313.8 LAST MISSION: 26-Jul-2014
Current Status A: X Current Status E: X Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 10-Jan-2015 9:51 AM 9 / ER566579 6034.3 10-Jan-2015 6034.3 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
H-60-15-AMAM-05, AHRS EMERGENCY PROCEDURE, NOT NOT REQUIRED FOR BEST PROGRAM ACFT PER PARA 4.3,
COMPLIED WITH (NOT RECORDED) RECORDED ON 2408-15
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 ER566579 0.2 F
E G 1 00 F 0
DELAY
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